Sound Barier P75

PE Esasl Ses Yalitim Bariyeri

Oriin Tanimi

PE Esasli, Amorf formda gapraz bagh kapall hiicre yapisinda,

pisirilme yéntemiyle tretilmis, ses yalitim bariyeridir. icinde
hava tutma 6zelligi ile ses yalitimi saglar.

Kullamm Yerleri ve Amaci:

e Katlar arasi grobeton {izerine sap alti ses yalitim bariyeri
olarak,

* Bitisik nizam daireler arasinda ses gegisini azaltici olarak,

* Parke ve sap altinda darbe sesi 6nleyici olarak,

* Tesislerin mekanik odalar, tesisat katlarinda farkl 6zel-
likteki diger ses yalitim malzemesi birlikte kullaniidiginda
birgok ses izolasyon problemini gozer

* Ayrica kiif olusturmama ve antibakteriyel 6zelliklerinin
de destedi ile tek tarafi yapigkanl tipi ile iklimlendirme
kanallaninin ses yalittminda

Avantajlar:

* B sinifi yanmazlik saglayan 6zellikli FR serisi bulunmaktadir

* AB tarafindan belirlenen insan sagligina zararl, yasakli
kimyasallan igermez RoHS belgesi vardir,

* Anti Bakteriyeldir, ¢liriimez, kiif ve yosun olusturmaz.

* Kopma mukavemeti gok yliksektir.

* Binyesini olusturan kapali hava hiicreleri sayesinde isi
yalitim 6zelligine de sahiptir.

* Su gegirmez.

CKS Ses Yalitimi

* Kose doniiglerde ve st tste bindirmelerde kolay sekil
aldig! icin, bohgalayarak yapilan uygulamalarda mikemmel
sonug verir.

* Basing altinda kalici gokme kaybi disiktr, formunu
kaybetmez.

* Hafifligi ile kolay taginir, kolay uygulanir.

* Darbelere dayaniklidir ve yirtilma mukavemeti yiiksektir.

* Fare ve hagereler zarar veremez.

* Santiye kosullarinda kirlenmez, kolay depolanir, agik hava
kosullarindan etkilenmez.

Teknik Tablosu:
Uriin Gesitleri:

* 2,5mm, 5 mm ve 8 mm standard kalinliklarda. Farkl
kalinliklarda 6zel oIl olarak Uretilebilinir.

* Yanmaz, Tek Tarafi Yapigkanl Alimiyum lamineli, Perforeli,
tipleri meveuttur.

* CKS PANYAP solventsiz 6zel yapistiricisi ile farkh yizeylere
rahatlikla yapigtirilir

Ambalaji:
* 100 cm eninde, 20 metrelik rulolar halinde, naylon ambalaj

iginde sevk edilir.
* -50Cile +100 °C arasinda, her kosulda depolanabilir.

D) sound Barier

PE Based Sound Isolation Barrier

Product Description: It is a PE Based sound isolution barrier
with amorphous structure, cross linked closed cell structure
manufactured with the sintering method. It provides sound
isolution thanks to its air handler feature.

Places of Use and Purpose:

As a sound insulation barrier under the screed over the
inter-floor lean concrete,

As a reducer of sound transmission between attached
buildings,

As an impact sound preventer under the parquet and the
screed,

As a sound isolation material for mechanical rooms of the
facilities and installation story,

Also for the sound isolation of the air-conditioning canals,
with its mold preventive and antibacterial characteristics.

SES GEGIRMEZ 10% DEFORMASYON
SOUND PROOF 10% DEFORMATION
18-220b 55 KPA

Advantages:

It contains B-class FR series component with imflamma-
blity feature.

Does not contain banned chemicals, which have been
specified by EU and which can be hazardous to human
health.

It is antibacterial, it does not corrode or form mold or
moss.

It has a high level of breaking elongation and elongation at
break is 150%.

It insulates heat, thanks to the closed air cell structure.
It is water-resistant.

Since it easily takes shape on round-corners and
overlapping, it provides superior results in bunding
implementations.

It has a low permanent slump loss under pressure and it
does not loose its form.

It is light and it can be easily carried and applied.

It has a high level of tearing strength.

The mice and insects cannot damage it.

It does not get dirty under the site conditions, it is easily
stored and it is not affected by outdoor conditions.

Product types:

It is produced as standard with thicknesses of 2.6 mm, 5
mm and 8 mm. It can be manufactured in different thick-
nesses for custom purposes.

There are aluminum laminated and perforated types
available.

It can be attached to different surfaces using CKS PANYAP
adhesive.

Packaging:

It is delivered as 20 or 25 meters rolls with 100 or 150 cm
width in nylon packages.

It can be stored in all conditions between the temperatures
-50° C and +100° C.
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Sound Barier P75 E

PE Esasl Ses Yalitim Bariyeri

Oriin Tanimi

PE Esasli, Amorf formda gapraz bagl kapall hiicre yapisinda,

pisirilme yéntemiyle tretilmis, ses yalitim bariyeridir. icinde
hava tutma 6zelligi ile ses yalitimi saglar. P75 Uriiniinden
farki igerisinde %10 civarinda geri dénlistimli hammadde
kullaniimistir.

Kullamm Yerleri ve Amacr:

CKS Ses Yalitimi

* Kose doniiglerde ve st tiste bindirmelerde kolay sekil
aldigi icin, bohgalayarak yapilan uygulamalarda mikemmel
sonug verir.

PE Based Sound Isolation Barrier

Product Description: It is a PE Based sound isolution barrier

* Basing altinda kalici gokme kaybi diisiktir, formunu

kaybetmez. P75 (rline gore deformasyon kaybi %5 daha
ylksektir.
Hafifligi ile kolay taginir, kolay uygulanir.

with amorphous structure, cross linked closed cell structure
manufactured with the sintering method. It provides sound
isolution thanks to its air handler feature. It differs from P75
with its content consisting about 10% recycled raw material.

Katlar arasi grobeton {izerine sap alti ses yalitim bariyeri
olarak,

Bitisik nizam daireler arasinda ses gegisini azaltici olarak,
Parke ve sap altinda darbe sesi nleyici olarak,
Tesislerin mekanik odalarn, tesisat katlarinda farkh 6zel-
likteki diger ses yaliim malzemesi birlikte kullanildiginda
birgok ses izolasyon problemini ¢dzer

Ayrica kif olusturmama ve antibakteriyel 6zelliklerinin

de desteqi ile tek tarafi yapigkanl tipi ile iklimlendirme
kanallarinin ses yalitiminda

Avantajlari:

* B sinifi yanmazlik saglayan 6zellikli FR serisi bulunmaktadir

AB tarafindan belirlenen insan sagligina zararl, yasakl
kimyasallan igermez RoHS belgesi vardr.

Anti Bakteriyeldir, ¢lirimez, kiif ve yosun olusturmaz.
Kopma mukavemeti ¢ok yiiksektir. P75 (iriine gore kopma
mukavemeti biraz daha zayiftir.

Biinyesini olusturan kapall hava hiicreleri sayesinde isi
yalitim 6zelligine de sahiptir.

Su gegirmez.

* Darbelere dayaniklidir ve yirtilma mukavemeti yiiksektir.

* Fare ve hasereler zarar veremez.

* Santiye kosullarinda kirlenmez, kolay depolanir, agik hava
kosullanndan etkilenmez.

Teknik Tablosu:
Uriin Gesitleri:

* 2,5mm, 5 mm ve 8 mm standard kalinliklarda. Farkl
kalinliklarda 6zel 6l olarak Uretilebilinir.

* Yanmaz, Tek Tarafi Yapiskanl Aliminyum lamineli,
Perforeli, tipleri mevcuttur.

* CKS PANYAP solventsiz 6zel yapistincisi ile farkh yiizeylere
rahatlikla yapistinhr

Ambalaji:
* 100 cm eninde, 20 metrelik rulolar halinde, naylon ambalaj

icinde sevk edilir.
e -50 C ile +100 °C arasinda, her kosulda depolanabilir.

D) sound Barier

Places of Use and Purpose:

As a sound insulation barrier under the screed over the
inter-floor lean concrete,

As a reducer of sound transmission between attached
buildings,

As an impact sound preventer under the parquet and the
screed,

As a sound isolation material for mechanical rooms of the
facilities and installation story,

Also for the sound isolation of the air-conditioning canals,
with its mold preventive and antibacterial characteristics.

SES GEGIRMEZ 10% DEFORMASYON
SOUND PROOF 10% DEFORMATION
18-220b 45 KPA

Advantages:

It contains B-class FR series component with imflamma-
blity feature.

Does not contain banned chemicals, which have been
specified by EU and which can be hazardous to human
health.

It is antibacterial, it does not corrode or form mold or
moss.

It has a high level of breaking elongation and elongation at
break is 150%. It has a little less elongation than P75.

It insulates heat, thanks to the closed air cell structure.

It is water-resistant.

Since it easily takes shape on round-corners and
overlapping, it provides superior results in bunding
implementations.

It has a low permanent slump loss under pressure and it
does not loose its form. It's permanent slump loss rate is
5% higher than P75.

It is light and it can be easily carried and applied.

It has a high level of tearing strength.

The mice and insects cannot damage it.

It does not get dirty under the site conditions, it is easily
stored and it is not affected by outdoor conditions.

Product types:

It is produced as standard with thicknesses of 2.5 mm, 5
mm and 8 mm. It can be manufactured in different thick-
nesses for custom purposes.

There are aluminum laminated and perforated types
available.

It can be attached to different surfaces using CKS PANYAP
adhesive.

Packaging:

It is delivered as 20 or 25 meters rolls with 100 or 150 cm
width in nylon packages.

It can be stored in all conditions between the temperatures
-50° C and +100° C.



PE Esasl Ses Yalitim Bariyeri

Oriin Tanimi

PE Esasli, Amorf formda gapraz bagl kapal hiicre yapisinda,
iki kere ift pisirilme yontemiyle retilmis, ses yalitim bari-
yeridir. iginde hava tutma 6zelligi ile ses yalitimi saglar.

P75 serisi Uriinlerden farki daha diigiik dansitede uretiliyor
olmasidr.

Kullamm Yerleri ve Amaci:

Parke ve sap altinda darbe sesi onleyici olarak,

Catilarda OSB (izerinde yagmur sesini kesme ve isi yalitimi
amaci ile kullanilir.

Metal kompozitierin arasinda titregim sesini sénimle ve
kondenzasyon 6nleyisi olarak kullanilir.

Katlar arasi grobeton Uzerine sap alti ses yalitim bariyeri
olarak,

Bitisik nizam daireler arasinda ses gegisini azaltici olarak,
Tesislerin mekanik odalan, tesisat katlaninda farkl 6zel-
likteki diger ses yalitim malzemesi birlikte kullanildiginda
birgok ses izolasyon problemini ¢ozer

Ayrica kiif olusturmama ve antibakteriyel 6zelliklerinin

de destedi ile tek tarafi yapigkanl tipi ile iklimlendirme
kanallarinin ses yalitiminda

Avantajlar:

B sinifi yanmazlik saglayan ozellikli FR serisi bulunmaktadir
AB tarafindan belirlenen insan sagligina zararl, yasakli
kimyasallan igermez RoHS belgesi vardr.

Anti Bakteriyeldir, glirimez, kif ve yosun olusturmaz.
Kopma mukavemeti gok yiiksektir. P75 serisi trlinlere gore
kopma mukavemeti daha diisiik olmakla birlikte, kopma
uzamasl daha yuksektir.

Yiizey sertligi Shore A; P75 serisi iiriinlere gére daha

CKS Ses Yalitimi

Sound Barier PS30

PE Based Sound Isolation Barrier

Product Description: It is a PE Based sound isolution barrier
with amorphous structure, cross linked closed cell structure
manufactured with the sintering method. It provides sound
isolution thanks to its air handler feature. It differs from P75
series products with its lower density production technique.

yumusaktir.

* Bunyesini olusturan kapall hava hiicreleri sayesinde Isi
yalitim 6zelligine de sahiptir.

* Su gegirmez.

* Kose donuslerde ve Ust (ste bindirmelerde kolay sekil
aldidi igin, bohgalayarak yapilan uygulamalarda mikemmel
sonug verir.

* Basing altinda kalici gokme kaybi diisiiktir, formunu
kaybetmez. P75 serisi (iriinlere gére deformasyon kaybi
%10 daha yiiksektir.

* Hafifligi ile kolay tasinir, kolay uygulanir.

* Darbelere dayaniklidir ve yirtilma mukavemeti yliksektir.

* Fare ve hasereler zarar veremez.

* Santiye kosullarinda kirlenmez, kolay depolanir, agik hava
kosullarindan etkilenmez.

Teknik Tablosu:
Uriin Gesitleri:

* 2,5mm, 5 mm ve 8 mm standard kalinliklarda. Farkl
kalinliklarda 6zel 6l olarak Uretilebilinir.

* Yanmaz, Tek Tarafi Yapigkanli Aliminyum lamineli,
Perforeli, tipleri mevcuttur.

* CKS PANYAP solventsiz 6zel yapistincisi ile farkl ylizeylere
rahatlikla yapigtiriir

Ambalaji:
* 100 cm eninde, 20 metrelik rulolar halinde, naylon ambalaj

icinde sevk edilir.
e -50Cile +100 °C arasinda, her kosulda depolanabilir.

D) sound Barier

Places of Use and Purpose:

As an impact sound preventer under the parquet and the
screed,

As a sound insulation barrier under the screed over the
inter-floor lean concrete,

For thermal insulation purposes and sound insulation over
0SB material on roofs,

Used for vibration sound damping and condensation
prevention between metal composite,

As a reducer of sound transmission between attached
buildings,

As a sound isolation material for mechanical rooms of the
facilities and installation story,

Also for the sound isolation of the air-conditioning canals,
with its mold preventive and antibacterial characteristics..

Advantages:

It contains B-class FR series component with imflamma-
blity feature.

Does not contain banned chemicals, which have been
specified by EU and which can be hazardous to human
heaith.

It is antibacterial, it does not corrode or form mold or
moss.

It has a high level of breaking elongation and elongation at
break is 150%. Even though it has a lower tensile strength

SES GEGIRMEZ 10% DEFORMASYON
SOUND PROOF 10% DEFORMATION
1700 5.76 KPA

than P75 series products, its breaking elongation is higher.
It's surface hardness is lower than P75 series (Shore A)
products.

It insulates heat, thanks to the closed air cell structure.

It is water-resistant.

Since it easily takes shape on round-corners and
overlapping, it provides superior results in bunding
implementations.

It has a low permanent slump loss under pressure and it
does not loose its form. It's permanent slump loss rate is
10% higher than P75 series products.

* |tis light and it can be easily carried and applied.

* |t has a high level of tearing strength.

* The mice and insects cannot damage it.

* |t does not get dirty under the site conditions, it is easily
stored and it is not affected by outdoor conditions.

Product types:

¢ |t is produced as standard with thicknesses of 2.5 mm, 5
mm and 8 mm. It can be manufactured in different thick-
nesses for custom purposes.

* There are imflammable, aluminum laminated and perfo-
rated types available.

* It can be attached to different surfaces using CKS PANYAP
adhesive.

Packaging:

It is delivered as 20 meters rolls with 100 width in nylon
packages.

It can be stored in all conditions between the temperatures
-50° C and +100° C.



Sound Barier

Sonic

PE Esasli Ses Yalitim Bariyeri
Oriin Tanimi

SBR ve EPDM kauguk geri donistiriilmis grandillerinin 6zel
poliiretan baglayici regineler kangimi ile Uretilen, yiiksek
yogunlukta (780 kg./m?) bir ses bariyeri Griiniddr.

Kullamm Yerleri ve Amaci:

* Mekanik yiklerin darbe vibrasyon seslerinin azaltiminda ve
yliksek dayaniklilik ve direng istenen uygulamalarda.

* Mekanik odalarn, tesisat katlarinda, agik teras iklimlendirme
sistemleri altinda daha kapsamli ses yalitim problemlerinin
¢ozimu amaci ile.

* Farkh yiizeyleri darbelere ve korozyona kargi koruma amact
ile yer mati olarak

* Katlar aras grobeton {izerine sap altinda daha giicli ses
yalitimi performansi arandiginda

* Bitisik nizam daireler arasinda daha gii¢lii ses gegisini
azaltici performans istendiginde

* Parke ve sap altinda daha glgli darbe sesi dnleyici perfor-
mans arandiginda

Avantajlar::

* AB tarafindan belirlenen insan sagligina zararl, yasakli
kimyasallarn igermez RoHS belgesi vardir.

* Anti Bakteriyeldir, ¢lirimez, kiif ve yosun olusturmaz.

¢ PE serisi riinlere gére kopma mukavemeti gok yiiksektir.
Kopma uzamasi daha disiktur.

* Yiizey sertligi Shore A; P75 serisi Uriinlere gére daha serttir
(63)

* Bunyesini bulunan serbest dagilimli graniiller vasitast ile
ses titresimlerini azaltma 6zelligi vardir.

CKS Ses Yalitimi

* Su gegirmez.

* Kose donislerde ve Ust Gste bindirmelerde kolay sekil
aldigi i¢in, bohgalayarak yapilan uygulamalarda mikkemmel
sonug verir.

* Basing altinda kalici ¢okme kaybi diigtiktir, formunu
kaybetmez. P75 serisi (irlinlere gére deformasyon kaybi
%15 daha azdr.

* Hafifligi ile kolay taginir, kolay uygulanir.

* Darbelere dayaniklidir ve yirtilma mukavemeti daha
ylksektir,

* Fare ve hasereler zarar veremez.

* Santiye kosullaninda kirlenmez, kolay depolanir, agik hava
kosullarindan etkilenmez.

Teknik Tablosu:

Uriin Gesitleri:

* 2,5mm, 5 mm ve 8 mm standard kalinliklarda. Farkli
kalinliklarda 6zel 6l olarak Uretilebilinir.

* CKS PANYAP solventsiz 6zel yapistincisi ile farkh yiizeylere
rahatlikla yapistinhr

Ambalaji:

* 1.25 cm eninde, 16 metrelik rulolar halinde, naylon ambalaj

icinde sevk edilir.
e -50 C ile +100 °C arasinda, her kosulda depolanabilir.

D) sound Barier

PE Based Sound Isolation Barrier

Product Description: It is a high density (780 kg/m3) sound
barrier product, produced from a mixture of recycled SBR and
EPDM rubber granules with special polyurethane binder resin.

Places of Use and Purpose:

* For the reduction of the shock vibration noise of mechan-

ical load and high durability and resistance desired

applications,

For the solution of the more extensive sound insulation

problems of open-terrace air conditioning systems; in

mechanical rooms and installation stories.

* Used as protection for impacts and corrosion in different
surfaces,

* As a stronger sound insulation barrier with a better perfor-
mance under the screed over the inter-floor lean concrete,

* As a stronger reducer of sound transmission with better
performance between attached buildings,

* As a stronger impact sound preventer with better perfor-
mance under the parquet and the screed,

SES GEGIRMEZ 10% DEFORMASYON

SOUND PROOF 10% DEFORMATION
30 Db 576 KPA

Advantages:

* It contains B-class FR series component with imflamma-
blity feature.

* Does not contain banned chemicals, which have been

specified by EU and which can be hazardous to human

health.

It is antibacterial, it does not corrode or form mold or

moss.

* |t has a higher level of tensile strength than PE series prod-
ucts. It's breaking elongation is lower.

* |t's surface hardness is higher (63) than P75 series (Shore

A) products.

It insulates heat, thanks to the closed air cell structure.

It is water-resistant.

Since it easily takes shape on round-corners and

overlapping, it provides superior results in bunding

implementations.

¢ |t has a low permanent slump loss under pressure and it

does not loose its form. It's permanent slump loss rate is

15% lower than P75 series products.

It is light and it can be easily carried and applied.

It is durable against impacts and it has a high level of

tearing strength.

* The mice and insects cannot damage it.

* |t does not get dirty under the site conditions, it is easily
stored and it is not affected by outdoor conditions.

Product types:

* Itis produced as standard with thicknesses of 2.5 mm, 5
mm and 8 mm. It can be manufactured in different thick-
nesses for custom purposes.

* |t can be attached to different surfaces using CKS PANYAP
adhesive.

Packaging:

It is delivered as 16 meters rolls with 1.25 cm width in
nylon packages.

* |t can be stored in all conditions between the temperatures
-50° C and +100° C.



